
Channel Display Channel Display

1 FGND 1 1 RFS FGND1

2 FGND 2 2 RFS FGND2

3 FGND 3 3 RFS FGND3

4 FGND 4 4 RFS FGND4

5 FGND 5 5 RFS FGND5

6 FGND 6 6 RFS FGND6

7 FGND 7 7 RFS FGND7

8 FGND 8 8 RFS FGND8

9 FGND 9 9 RFS FGND9

10 FGND 10 10 RFS FGND10

11
FGND 11         
(See Note) 11 RFS FGND11

12
FGND 12         
(See Note) 12 RFS FGND12

13 FGND 13 13 RFS FGND13

14 FGND 14 14 RFS FGND14

15 FGND 15 15 RFS FGND15

16 FGND 16 16 RFS FGND16

17 FGND 17 17 RFS FGND17

18 FGND 18 18 RFS FGND18

19 FGND 19 19 RFS FGND19

20 FGND 20 20 RFS FGND20

21 21 RPT 1 21 RFS RPTR1

22 22 RPT 2 22 RFS RPTR2

23 23 RPT 3 23 RFS RPTR3

24 24 RPT 4 24 RFS RPTR4

25 25 RPT 5 25 RFS RPTR5

26 26 RPT 6 26 RFS RPTR6

27 27 RPT 7 27 RFS RPTR7

28 28 RPT 8 28 RFS RPTR8

29 29 RPT 9 29 RFS RPTR9

30 30 RPT 10 30 RFS RPTR10

NOTE:

Hazard Systems M3 Siren Controllers (SLIC) cause interference on FGND 11 & 12.

These channels can still be used, however care must be taken as interference

may occur at any time.
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